
Biological Oil Stain Remover for Tarmac & Asphalt Surfaces

A new approach to the removal of oil stains on Tarmac and 
Asphalt surfaces: Bio TA is a biological oil stain remover that 
rapidly removes and digests oil contamination and will not 
erode or degrade Tarmac or Asphalt surfaces.

Containing a blend of biodegradable surfactants, biological enzymes and 
friendly bacteria, Bio TA penetrates and lifts oil contamination from surfaces 
and biologically digests oil stains to completion.

 	 Perfect for driveways, patios, paths, roads and car park surfaces
 	 Biodegradable             Biological             Tarmac & asphalt friendly

Why choose Bio TA?
 	 Quick & effective
		  	 Rapidly & completely removes oil stains

 	 Environmentally friendly
		  	 Biodegradable & biologically digests oil into CO2 & water

 	 Versatile
		  	 Compatible with both Tarmac and Asphalt surfaces

 	 Surface safe*

		  	 Will not erode and break down surface structures

	 Easy to use
		  	 Ready to use with no mixing of hazardous chemicals

Bio TA

oiltechnics.com
* Oil stains can degrade Tarmac and Asphalt leaving behind an etched surface which appears as a dark stain − this cannot be removed.

In action! Oil leak in Oil Technics’ car park
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WHERE TO USE
A biological oil stain remover that rapidly removes and 
digests oil contamination on Tarmac and Asphalt surfaces.
  
HOW TO USE
•	 Shake container before use (to put bacteria into 
	 suspension). 
•	 Water wet the oil stain before applying Bio TA. 
•	 Apply neat to the oil stain and brush in vigorously for 
	 2-3 minutes. 
•	 Leave for 10- 15 minutes. 
•	 Water rinse.

NOTE
•	 For best results or for when using on larger stains, cover 
	 the treated area with polythene sheeting − ideally 
	 making a tent − and keep in place for up to a week. 
•	 Ensure the area remains damp, but not flooded. Doing 
	 this provides a warm and damp environment, giving the 
	 bacteria used in Bio TA the best conditions to grow and 
	 digest the oil into carbon dioxide and water.
•	 Oil contamination on Tarmac and Asphalt can lead to  
	 surface etching which produces a colour change, often 
	 appearing as a dark stain. This is caused by the solvent 
	 action of the hydrocarbon and is irreversible: Bio TA 
	 will not remove this. 
•	 Bio TA is not suitable for use on synthetic oils, hydraulic 
	 fluid and wood oils.

HOW DO BIOLOGICAL OIL STAIN REMOVERS WORK?
Our biological oil stain removing products, including Bio 
TA, contain specially selected bacteria which digest the oil 
stain.
While the food source − ie oil − is present, the bacteria 
keep on working and continue to do so until it’s all gone!
For the biological cleaning of oil contamination to be 
effective, it requires:
•	 Food source for the bacteria to digest, i.e. oil
•	 Warm conditions	 •	 Moist conditions
•	 Oxygen		 •	 The correct bacteria
On the basis that the first four conditions are in place, 
the bacteria selected for use in our products will digest oil 
stains - from light oils to heavy crude.
The bacteria used in our products are Euro Type 1 (safe for 
long term laboratory application and safe for long term 
general public exposure).

PHYSICAL PROPERTIES
• Appearance	 Cream liquid

• Specific gravity	 1.010

• pH		  ~8.0

• Bacterial count (cfu/ml)	 2.0 x 107

• Flash point (°C)	 >93

• VOC content	 <5%

• BOD 5 days (mg O/L)	 1 800 000

• BOD 20 days (mg O/L)	 3 200 000

ENVIRONMENTAL IMPACT 
•	 Readily biodegradable	 •  No bioaccumulation potential

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened containers 
off the ground and out of direct sunlight. 
Do not expose to temperature extremes and prevent 
contamination from foreign materials.
Shelf life: 2 years from Date of Manufacture.
For further guidance on handling and storage, see Safety 
Data Sheet.

DISPOSAL
Dispose of excess product according to your local 
regulations. Containers should be rinsed before recycling.

TECHNICAL SERVICES AND SALES SUPPORT
For our UK customers, our products are available 24/7 via our 
24 hour emergency call out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland under ISO 9001: 
2015 and ISO 14001: 2015 accredited management 
systems.

PACK SIZES
•	 12 x 1 Litre containers	 • 4 x 5 Litre containers
•	 20 litre containers	 • 200 litre drums
•	 1000 litre IBCs

Oil Technics Ltd
Linton Business Park, Gourdon, Aberdeenshire, Scotland UK DD10 0NH I +44 (0) 1561 361515 I info@oiltechnics.com I oiltechnics.com

made in
SCOTLAND

Oil Technics Ltd reserve the right to modify any specification at any time and without prior notice.


