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A new approach to reducing oil discharges in industrial and 
forecourt separators - Bio Tubes are an astonishingly simple 
biological product that can reduce separator oil discharges 
by up to 95%!
Place a Bio Tube in your oily water separator and you have a workforce of 
millions on your side! Containing a blend of naturally occurring oil specific 
bacteria, each Bio Tube will digest their way through up to 2kg of oil each 
week, every week.

    Biological	    Long lasting	    Environmentally friendly
 	 Maintenance free	    Separator friendly 

Why choose Bio Tubes?
 	 One of the most effective products on the market
		  	 Used and trusted by satisfied customers for over twenty years

 	 Quick, easy & long lasting
		  	 Simply place in your separator and Bio Tubes will continue to work 
			   for up to 8 months

 	 Biologically reduces oil discharges 
		  	 Naturally digest and permanently remove oil to reduce BOD and 
			   COD (Biological and Chemical Oxygen demands) and help you meet 
			   both UK consents and European oily water discharge limit

 	 Cost and labour saving
		  	 Reduce maintenance and frequency of emptying cycles and manual 
			   cleaning

 	 Environmentally friendly
		  	 Biologically converts hydrocarbons to CO2 and water

Proven effectiveness
As part of a trial of biological cleaning products in the Netherlands, Bio Tubes 

were used alongside biological oil stain remover OT8 and biological forecourt 

cleaner Forecourt Bio in a busy five-island petrol station over 6 months.

At the end of the trial, oil separator discharges had been reduced by 95%!         
For further details, please visit bio-tubes.com
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WHERE TO USE
•	 Designed for use in Forecourt and Industrial Separators, 
	 bunds and oily water run offs.
  
HOW TO USE 
•	 Use 3 Bio Tubes per 5000-7000 litres of separator volume.
•	 In a three chamber separator system, place one Bio Tube 
	 in the second chamber and the two Bio Tubes in the 
	 third chamber.
•	 Replace every 6 − 8 months.
•	 For best results, place Bio Tubes into your separator after 
	 routine cleaning and emptying. 
Note: Bio Tubes should not be used with materials that 
are highly alkaline (above pH 11) or highly acidic (below 
pH 4), as this will effect their biological performance.

INTERNATIONAL REPORTS
•	 UK Environment Agency
	 •	 Tested by the UK Environmental Agency who 
		  concluded Bio Tubes digest up to 95% of diesel oil 
		  without any harmful or toxic bi-products.
•	 European Petrol Station Report
	 •	 Tested over 6 months by a major European Forecourt           
		  chain which concluded Bio Tubes - used alongside 
		  OT8 and Forecourt Bio - reduce oil discharges from an 
		  average of 500 to 19 mg/Ltr - a reduction of >95%
•	 Swiss Federal Laboratories
	 •	 Tested on a 1:1 mix of lube oil/diesel in water by the 
		  Swiss Federal Laboratories who concluded Bio Tubes 
		  exceeded the Swiss oil degradation target of 30 days 
		  by 60%.
•	 For further details, visit bio-tubes.com

HOW DO OIL BIOREMEDIATION PRODUCTS WORK?
Our oil bioremediation products, including Bio Tubes, 
contain specially selected bacteria which digest oil.
While the food source − ie oil − is present, the bacteria 
keep on working and continue to do so until it’s all gone!
For the bioremediation of oil contamination to be 
effective, it requires:
•	 Food source for the bacteria to digest, i.e. oil
•	 Warm conditions	 •	 Moist conditions
•	 Oxygen		 •	 The correct bacteria
On the basis that the first four conditions are in place, 
the bacteria selected for use in our products will digest oil 
stains - from light oils to heavy crude.
The bacteria used in our products are Euro Type 1 (safe for 
long term laboratory application and safe for long term 
general public exposure).

PHYSICAL PROPERTIES
• Appearance	 Green polypropylene mesh tube 
	 packed with bacteria impregnated absorbent fibre

• Dimensions (cm)	 H.58 x W.28 x D.10 (approx.)

• Bacterial count (cfu/g)	 4.0x 109

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened boxes, off 
the ground and out of direct sunlight. 
Do not expose to temperature extremes and prevent 
contamination from foreign materials.
Shelf life: 2 years from Date of Manufacture.
For further guidance on handling and storage, see Safety 
Data Sheet.

DISPOSAL
Dispose of according to your local regulations. 

TECHNICAL SERVICES AND SALES SUPPORT
For our UK customers, our products are available 24/7 via our 
24 hour emergency call out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland under ISO 9001: 
2015 and ISO 14001: 2015 accredited management 
systems.

PACK SIZES
• Case of 3	 • Case of 6
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Oil Technics Ltd reserve the right to modify any specification at any time and without prior notice.
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