
Concentrated Solar Panel Cleaner
An aqueous, emulsion free degreaser for the 
cleaning and degreasing of solar panels.
We all know solar panels are a great way to generate 
electricity for homes and businesses – but did you 
know that dirt and dust on your panels can reduce their 
efficiency by up to 30%? Even a thin film of dust can 
make a huge difference to their productivity, so keeping 
them clean is important to make sure they are working 
properly, generating the maximum amount of electricity 
and saving you money!

However, you also need to make sure you use the 
correct cleaning products: harsh chemicals may 
damage your delicate panels, meaning expensive and 
avoidable repairs...

Concentrated SolarClean will quickly remove 
contamination - such as dust, dirt, soot, pollen,  
degraded solar heat transfer fluids, sludge, algae and 
bird droppings - from your panels without the risk of 
damage or corrosion.

 
Highly concentrated	

 
Non-corrosive  

 
Low hazard profile	

 
Readily biodegradable
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WHERE TO USE 
Designed to remove contamination including 
degraded dirt, dust, solar heat transfer fluids, 
sludge, algae and bird droppings from solar
panels, SolarClean cleans delicate surfaces
without leaving any residues.

HOW TO USE 
• Apply via soft brush or sponge.
• Can be use in either cold or hot water.
• Dilution for general cleaning: 5% (1:19).
• For stubborn soiling, can be applied neat.
• Rinse well with clean water after use.

PHYSICAL PROPERTIES
• Appearance	 Pale yellow liquid

• Specific gravity	 1.025

• pH		  <9

• Viscosity	 Non-viscous

• Flash point (°C)	 >93

• VOC content 	 Negligible

• BOD/COD 5 day 	 70%

DISPOSAL
Dispose of excess product according to your 
local regulations. Containers should be rinsed 
before recycling.

TECHNICAL SERVICES & SALES SUPPORT
For our UK customers, our products are 
available 24/7 via our 24 hour emergency call 
out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland 
under ISO 9001: 2015 and ISO 14001: 2015 
accredited management systems.

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened 
containers off the ground and out of direct 
sunlight. Do not expose to temperature 
extremes and prevent contamination from 
foreign materials.
Shelf life: 4 years from Date of Manufacture.
For further guidance on handling and storage, 
see Safety Data Sheet.

PACK SIZES
Available in the following sizes:
•	 4 x 5 Litre containers	 • 25 litre containers
•	 200 litre drums	 • 1000 litre IBCs

Technical information
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Common sources 
of contamination 
on solar panels:

	 algae

	 bird droppings

	 leaves

	 pollen

	 dust & sand

	 insects

	 soot

	 traffic exhaust 
	 particulates

	 degraded solar
	 heat transfer
	 fluid 

Hints & tips
Always turn off your solar panels before cleaning. If unsure, always 
check your manufacturer’s instructions to ensure they are fully off.

Do not use pressure washers as high pressure may cause fine 
cracks on your panels.

Avoid cleaning on a hot day to reduce the chance of solutions 
evaporating too quickly to be fully effective.

For best results, use deionised/distilled water or water softener to 
reduce the chance of streaking, chalking or spotting.

Only clean your solar panels if easy to access and  safe to do so.    
If in doubt, contact a specialist cleaning company.


