
HOW TO USE 
Snow foam lances:
•	 Add 50ml of TurboFoam and 950ml of 
	 water into a typical 1 litre snowfoam lance.
•	 Adjust the flow rate of the pressure washer 
	 and lance based on the level of soiling and 
	 water pressure.
•	 Coat evenly from bottom to top.
•	 Leave to dwell for at least 5 minutes before 
	 rinsing with high pressure water. 
Note:
•	 Do not allow foam to dry to paintwork, 
	 glass or alloy wheels. Do not use in direct 	
	 sunlight or on hot panels.

WHERE TO USE
Designed as a high quality, general purpose 
pre-wash snowfoam detergent suitable for 
use on vehicles including:
•	 Cars and vans	 • Trains and trams
•	 Buses		  • Lorries and trucks
•	 Tractors and farm machinery
•	 Industrial vehicles and machinery

DISPOSAL
Dispose of excess product according to your 
local regulations. Containers should be rinsed 
before recycling.

PHYSICAL PROPERTIES
• Appearance	 Pale straw liquid

• Specific gravity	 1.000-1.050

• pH		  6.0-8.0

• Viscosity	 Non-viscous

• Flash point (°C)	 >93

• Biodegradability	 Readily biodegradable

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened 
containers off the ground and out of direct 
sunlight. Do not expose to temperature 
extremes and prevent contamination from 
foreign materials.
Shelf life: 4 years from Date of Manufacture.
For further guidance on handling and 
storage, see Safety Data Sheet.

TECHNICAL SERVICES & SALES SUPPORT
For our UK customers, our products are 
available 24/7 via our 24 hour emergency call 
out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland 
under ISO 9001: 2015 and ISO 14001: 2015 
accredited management systems.

PACK SIZES
• 6 x 1 Litre bottles	 • 12 x 1 Litre bottles
• 6 x 2 Litre	 • 12 x 2 Litre
• 2 x 5 Litre	 • 4 x 5 Litre	
• 25 litre containers	
• 200 litre drums

Technical information

Pre-Wash Snowfoam Detergent
TurboFoam is a powerful yet safe pre-wash snowfoam that 
creates a thick blanket, removing the bulk of dirt, grime 
and bird droppings without risk of scratching paintwork.
Suitable for use with cold water, TurboFoam works in just minutes 
to break down road film quickly, leaving surfaces ready for 
contact washing. 

 
Highly concentrated	

 
Powerful cleaning

 
Limits swirls & scratches	

 
Safe on wax coatings

 
Thick cling formula	

 
Biodegradable
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Oil Technics Ltd
Linton Business Park, Gourdon, Aberdeenshire, Scotland UK DD10 0NH I +44 (0) 1561 361515 I info@oiltechnics.com I oiltechnics.com

made in
SCOTLAND

Oil Technics Ltd reserve the right to modify any specification at any time and without prior notice.


