
Highly Concentrated Traffic Film Remover
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TurboPower is a powerful, biodegradable traffic 
film remover ideal for cleaning cars, vans, buses 
and HGVs.
Suitable for use with either hot or cold water, TurboPower 
works in just minutes to break down oil, grease and road 
film quickly, leaving surfaces spotless. 

 
Multi purpose degreaser	

 
Fast acting	

 
Economical dilution rate	

 
Rinses film free

 
Ideal for fleet vehicles	

 
Biodegradable

TurboPower is the quick and easy solution to help you power through all your vehicle cleaning:

 
Powerful and fast acting: TurboPower’s highly effective formula does the hard work for you!

 
Time saving: less mechanical action means higher throughput of vehicles

 
Environmentally responsible: no caustic chemicals, solvent free & readily biodegradable

 
Suitable for use on all vehicles: paintwork and glass friendly, and dries streak free



Oil Technics Ltd reserve the right to modify any specification at any time and without prior notice.

Oil Technics Ltd
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HOW TO USE 
Pressure washers & foam lances:
•	 Dilute using a 4% ratio (1:25) with either 
	 warm or cold water into a pump spayer or 
	 spray bottle.
•	 For example, use ~40ml of TurboPower 
	 with a 1 litre container or ~200ml with a 
	 5 litre container.
•	 Allow a contact time of 2−3 minutes before 
	 rinsing clean with high pressure water.
•	 Do not use in direct sunshine or allow 
	 TurboPower to dry to the vehicle surface.

HGVs & curtain-sided lorries::
•	 For cleaning heavily soiled HGVs and 
	 trailers, apply by pressure washer at a 
	 10% dilution (1:10).
•	 You may adjust the chemical flow rate of 
	 the pressure washer based on the level of 
	 soiling and water pressure.
•	 Allow a contact time of 3−4 minutes before 
	 rinsing clean with high pressure water

Note:
•	 Gloves must be worn when handling.
•	 Do not use in direct sunshine or allow 
	 TurboPower to dry to the vehicle surface.
•	 On older vehicles and damaged or worn 
	 paint film, we would recommend spot 

	 testing in an inconspicuous area prior to 
	 use. This can be an issue particularly with 
	 red paint or associated colours. 
•	 Care should be taken to avoid direct 
	 contact with disc brake systems.

WHERE TO USE
Designed as a high quality, general purpose 
Traffic Film Remover suitable for use on 
vehicles including:
•	 Cars and vans	 • Trains and trams
•	 Buses		  • Lorries and trucks
•	 Tractors and farm machinery
•	 Industrial vehicles and machinery

TurboPower is effective through a pump 	
pressure sprayer on tyres, wheels, inside 	
wheel arches and suspension parts.

PHYSICAL PROPERTIES
• Appearance	 Clear colourless liquid

• Specific gravity	 1.05

• pH		  >11.5

• pH @ 4% dilution	 11.5

• Flash point (°C)	 > 93°C

• Biodegradability	 Readily biodegradable

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened 
containers off the ground and out of direct 
sunlight. Do not expose to temperature 
extremes and prevent contamination from 
foreign materials.
Shelf life: 4 years from Date of Manufacture.
For further guidance on handling and 
storage, see Safety Data Sheet.

DISPOSAL
Dispose of excess product according to your 
local regulations. Containers should be rinsed 
before recycling.

TECHNICAL SERVICES & SALES SUPPORT
For our UK customers, our products are 
available 24/7 via our 24 hour emergency call 
out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland 
under ISO 9001: 2015 and ISO 14001: 2015 
accredited management systems.

PACK SIZES
Available in the following sizes:
• 6 x 500ml bottles	 • 12 x 500ml bottles
• 6 x 1 Litre bottles	 • 12 x 1 Litre bottles
• 2 x 5 Litre	 • 4 x 5 Litre	
• 25 litre containers	 • 200 litre drums

Technical information

TurboPower will extend the lifespan of your vehicles: dirt, grime, road salt, and bird droppings 
can lead to corrosion and paint damage. Regular cleaning prevents long-term wear and 
extends the lifespan of your vehicles, reducing maintenance costs.

 
Exceptional underside cleaning: TurboPower is highly effective at removing stubborn build-up from 
	 chassis, suspension components, wheel arches and the underside of vehicles, areas often missed by 

		 standard wash systems.

	 Essential for MOT preparation: A thorough clean before MOT inspections helps reveal any hidden 
	 issues and presents your vehicle in its best condition.

	 Perfect maintenance step: During servicing, maintenance or repairs, TurboPower clears away
	 grease, dirt and contaminants that can hinder workshop operations or contribute to corrosion.

	 Rapid results: Applied during the pre-wash stage, it quickly cuts through winter road salt, baked-on
	 mud and organic deposits, making your process more efficient.

	 Versatile application: TurboPower can be applied through pump sprayers or pressure washer
	 chemical injection systems.


