
Ready to use Hydro-Slick Rinse Aid
TurboShield Rinse Aid accelerates drying by promoting 
water run-off, minimising spots and streaks.
Perfect on paintwork, glass and wheels, it enhances efficiency 
without compromising results, leaving a clean, glossy finish 
that impresses every time.  

 
Rapid water beading	

 
Gloss enhancing

 
Streak free finish	

 
Time saving formula

 
Easy application 	

 
Multi surface use
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made in
SCOTLAND

Oil Technics Ltd reserve the right to modify any specification at any time and without prior notice.

WHERE TO USE
Designed to be used after the contact wash 
stage, whilst the vehicle is still wet.

TurboShield is more than just a drying aid, it’s 
a hydrophobic enhancer designed to reduce 
water spotting and minimise the risk of 
scratches during the drying stage of your car 
care routine.

Unlike the wash stage, where your vehicle 
benefits from the lubrication of water and 
shampoo, the drying process often leaves 
paintwork vulnerable; studies show that 
many fine swirls and scratches actually occur 
while drying. TurboShield forms a slick barrier 
over wet paint, helping your drying towel, air 
dryer or filtered water glide effortlessly over 
the surface.

HOW TO USE 
•	 Once the vehicle has been thoroughly 
	 washed and rinsed, use 2 to 3 sprays 
	 directly onto the wet panels.
•	 Rinse with high pressure water after 30
	 seconds of contact time.

•	 TurboShield will form a protective barrier, 
	 pushing water off the surface, speeding up 
	 the drying process and reducing the 
	 chances of marring whilst helping water 
	 sheet off more easily during each 
	 subsequent wash.
•	 TurboShield pairs perfectly with microfibre 
	 drying towels. For best results, work panel 
	 by panel and ensure the product doesn’t 
	 dry on the surface.

PHYSICAL PROPERTIES
• Appearance	 Milky white liquid

• Specific gravity	 0.980 - 1.010

• pH		  2.5 - 5

• Flash point (°C)	 >93

STORAGE AND SHELF LIFE
Best stored as supplied in original, unopened 
containers off the ground and out of direct 
sunlight. Do not expose to temperature 
extremes and prevent contamination from 
foreign materials.
Shelf life: 4 years from Date of Manufacture.

For further guidance on handling and 
storage, see Safety Data Sheet.

DISPOSAL
Dispose of excess product according to your 
local regulations. Containers should be rinsed 
before recycling.

TECHNICAL SERVICES & SALES SUPPORT
For our UK customers, our products are 
available 24/7 via our 24 hour emergency call 
out service:  +44 (0) 1561 361515.
Oil Technics Ltd manufacture in Scotland 
under ISO 9001: 2015 and ISO 14001: 2015 
accredited management systems.

PACK SIZES
Trigger sprays
• 6 x 500ml TS	 • 12 x 500ml TS
• 6 x 1 Litre TS	 • 12 x 1 Litre TS

Refills
• 2 x 5 Litre	
• 4 x 5 Litre	

Technical information


